
Block Paving Priora

Priora
Permeable Paving System
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Priora with reference numbers indicated in bold black are available ex-stock. 
Priora with reference numbers indicated in light black are manufactured to order. Contact our sales office to discuss your requirements.

*Natural products are manufactured from aggregates sourced locally to the works and contain no pigmentation, therefore colour variation between products from different works is possible.
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60 200 x 100 3.4 8.08 1080 PV3801750 PV3802000 PV3802250 PV3800500 PV3800250 PV3801500 PV3801000 PV3800750

60 200 x 100 3.4 4 493  PV3814200

80 200 x 100 3.4 6.16 1040 PV6501750 PV6502000 PV6502250 PV6500500 PV6500250 PV6501500 PV6501000 PV6500750

80 200 x 100 3.4 4 675 PV6514200 PV6514300 PV6514000

45 degree ML 80 200 x 100 3.4 7.68 1310 PV6531750 PV6532000 PV6532250 PV6530500 PV6530250 PV6531500 PV6531000 PV6530750

90 degree ML 80 200 x 100 3.4 7.92 1510 PV6531760 PV6532010 PV6532260 PV6530510 PV6530260 PV6531510 PV6531010 PV6530760

Half Blocks ML 80 100 x 100 1.7 4.62 880 PV6541750 PV6542000 PV6542250 PV6540500 PV6540250 PV6541500 PV6541000 PV6540750

The best-selling permeable paving system in the UK marries superb SuDS 
performance with a hard wearing, heavy load bearing, attractive block 
paved surface. Already used in a vast range of applications from industrial 
to residential, Priora offers a classic aesthetic for all requirements whilst 
simultaneously helping to alleviate the triple threat of flood, drought and 
pollution. The unique, patented nib on the edge of each block has been 
proven in extensive testing over more than 14 years.

In addition, during field tests undertaken in 2014, we have proven that the 
patented Marshalls Priora nib provides the surface with 40% more interlock 
than our standard block. This means that specifying Marshalls Priora blocks will 
bring long-term benefits in relation to pavement longevity and maintenance 
requirements - regardless of the intrinsic hydraulic benefits.

Q24 115 kg
CO

2
 per m2

For the latest carbon value visit
www.marshalls.co.uk/commercial/carbon-calculator

See my related products...

Keyblok Block Paving ................................................................................................................................................   pg 38-39

Keykerb Kerb ............................................................................................................................................................   pg 101-102

For use with the Marshalls range of sub-base components:

MG15 Grid MM380 Tanking Membrane Priora Aggregate MT120 Filtration Textile

Priora, Charcoal, Cowbridge

This product is available in special machine lay formation packs. This makes automated 
installation easy, saving time and improving health and safety on large jobs.

NO
X

  On request, this product can be manufactured using Noxer technology to improve the air 
quality in the area in which it is installed. For more information please see page 7.


